
HIGH VACUUM EQUIPMENT 
SALES AND SERVICE 

~ AJVS.com ) 
INFICON 

MODUL 1000 LEAK DETECTOR 

VACUUM SERVICES, INC 

INFICON 

TECHNICAL DATA 

INLET PORT: DN25 KF 

FORE-VACUUM PORT: DN25 KF 

START-UP TIME: < 3 MIN 

MAX. INLET PRESSURE: .4 MBAR 

PUMPING SPEED AT INLET: 2.5 LIS 

POWER SUPPLY: 85-265 V, 50/60 HZ 

MAX. LEAK RATE: < 5 x 10·12 MBAR LIS 

We Can Rebuild & Service your Modu/1000 551102. 

Modul 1000 Leal< Detector Connection Cable 
SALES & SERVICE 1-973-249-0854 

®!.§\..~ "Ill - ~- - · ·-·-··-·I 
l!!'t ljl ••tci'•Ha .. .., e $eo ·= :::: ·- , -~- .:;::... -::::· =· "'= ·;::::- :.:::::. :;: ·;:::::::::_=:: I www.AJVS.com 

;:g• 
;;;::;,; , -·~ .. _ .. 
~-

r-----------, 

t;t •• ,.,.... Helium Leak 
:V i~ Detector Rentals 

Easily Generate 
Service RMA 

Free Repair Estimate 
on all Major Brands 

rP 24-7 ] 
Large Selection of New 
and Refurbished High 

Vacuum Equipment 

A & J Vacuum Services, Inc. I 790 Bloomfield Ave., Suite B31 Clifton, NJ 07012 I 1-973-249-0854 I www.AJVS.com 

http://www.ajvs.com
http://www.ajvs.com
http://www.ajvs.com/inficon-modul-1000-helium-leak-detector-connection-cable-551102-n-7442



