
HIGH VACUUM EQUIPMENT 
SALES AND SERVICE 

~ AJVS.com 
AGILENT TECHNOLOGIES 

DS 302 ROTARY VANE PUMP 

VACUUM SERVICES, INC 

TECHNICAL DATA 

FREE AIR DISPLACEMENT (UMIN): 285 

PUMPING SPEED (CFM): 8.2 

ULTIMATE PRESSURE (MBAR): 2 X 10·3 

ROTATIONAL SPEED (RPM): 1500 

INLET FLANGE: DN 25KF 

EXHAUST FLANGE: DN 25KF 

~ We Can Rebuild & Service your Agilent DS 302 9499325. 

AGILE NT TECHNOLOGIES 
DS 302 Dual Stage Rotary Vane Pump 
SALES & SERVICE 1-973-249-0854 
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t;t •• ,.,.... Helium Leak 
:V i~ Detector Rentals 

Easily Generate 
Service RMA 

Free Repair Estimate 
on all Major Brands 

rP24-7 ] 
Large Selection of New 
and Refurbished High 

Vacuum Equipment 

A & J Vacuum Services, Inc. I 790 Bloomfield Ave., Suite B31 Clifton, NJ 07012 I 1-973-249-0854 I www.AJVS.com 

http://www.AJVS.com
http://www.ajvs.com/agilent-technologies-varian-ds-302-dual-stage-rotary-vane-pump-single-phase-9499325-n-7226
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