
Qu i c k  St a r t  Gu i d e

DI G I V A C   MO D E L  100 V
Ba t t e r y  Op e r a t e d ,  W i d e  Ra n g e  Dig i t a l  Va c u u m  Ins t r u m e n t a t i o n

Specifications
Power: D Battery 

Vac Interface: 1/8 inch MNPT 
Sensor: Varian 531 
Range: .001-760 
Units: Torr, mBar or kPa 

1. Ve r i f y  tha t  yo u  hav e  rec e i v e d  all  co m p o n e n t s :

◦ Co n t r o l l e r  wi t h  LC D  dis p l a y

◦ Va r i a n  53 1  va c u u m  se n s o r

◦ Ca b l e  tha t  co n n e c t s  co n t r o l l e r  wi t h  the  53 1  se n s o r

2. In s t a l l  a  D  ba t t e r y  (not  inc l u d e d)  int o  the  co n t r o l l e r ,  flip  the  sw i t c h ,  an d  ve r i f y  tha t  the  dis p l a y  lig h t s  up.

3. Pl u m b  the  Va r i a n  53 1  se n s o r  into  yo u r  vac u u m  sys t e m ,  wi t h  the  pip e  th r e a d s  fa c i n g  do w n ,  an d  the  

oc t a l  pin s  fac i n g  up

4. Co n n e c t  the  Ds u b  en d  of  the  se n s o r  ca b l e  to  the  co n t r o l l e r ,  an d  the  oc t a l  en d  to  the  53 1  se n s o r .

5. Ve r i f y  tha t  the  rea d i n g s  ar e  ap p r o p r i a t e .  Fo r  ex a m p l e ,  a  ch a m b e r  ex p o s e d  to  at m o s p h e r e  mi g h t  ha v e  

a  rea d i n g  of  600-760  To r r .

Fo r  the  fu l l  ins t r u c t i o n  ma n u a l ,  ple a s e  go  to:  http://www.digivac.com/manuals/100tc45.pdf
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